
Flashing LED Stop Sign
Model: RA1-24S-XX

Solar Powered Flashing Stop Sign

The RA1-24S Solar-Powered Flashing Stop Sign is a 

regulatory sign with embedded LEDs, specifically 

designed to enhance the visibility of a static traffic 

sign. Eight (8) LED lights are placed along the sign’s 

borders at the point of each angle to emphasize the 

unique shape of the sign. The embedded LEDs emit a 

red light, employing a simultaneous flash pattern at a 

rate of approximately 50-60 times per minute.  The 

RA1-24S is offered in a variety of sizes; 60cm, 75cm, 

90cm and 120cm.  

 

Known for its extreme weather performance, low cost 

and ease of installation the RA1-24S is a smart choice 

for a variety of applications.    

FoxCanada is an ISO9001:2015 Certified Company.

“ Fox’s flashing stop signs perform well all year and are 

a great addition.“

NEMA 4X -40C to +80C Solar Powered
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Rectangular Rapid Flashing Beacons
Models R301 | R302
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Power Management

• 12VDC 18Ahr VRLA AGM Battery

• 30W, 19.5V / 1.6A Monocrystalline Solar Panel

• 4.5Amp PMW Solar Charge Controller

• UV Protected Powder Coated Enclosure

• Stainless Steel Fasteners  

LED Lights

• 12V Submersible 3/4 Inch LEDs

• DOT Compliant, SAE ID Code: P3

• Red Polymethyl-Methacrylate Lens

• Weatherproof Cable Connections and Terminations

Reflective Sign

• 2mm, H38-5052 Aluminium Substrate

• CNC Precision Cut Led Light Pockets

• Weather Sealed Aluminium Cable Tray

• Cold Weather Wire Harness

• Stainless Steel Flare Leg Brackets

System Options

• -40C VRLA AGM Cold Weather Battery

• 24 Ahr VRLA AGM Extended Capacity Battery

• Black, Yellow Colour Options

• Size Options: 60cm, 75cm, 90cm, 120cm or Custom

• High Density Overlay Plywood Substrate

• 50 Watt Monocrystalline Solar Panel

• Sign Reflectivity

• Anti-Graffiti Protective Sign Over Laminate

• Tamper Resistant Hardware

• Universal Post Mount

• 18” Cantilever Light Standard Mount

• Surface Mount Post Plates & Ground Mount Anchors

• Standard & Decorative Posts

• Installation Services

• 5 Year Limited Warranty  

Technical Specifications:


