
EYEWASH KITS

www.foxcanada.net | sales@foxcanada.net | 1-866-548-8147



276

Emergency Eyewash & Shower Equipment

PLUMBED-IN EYEWASHES & SHOWERS are designed to direct a fixed water source to eyes, face or body in emergencies. Wall mount or 
pedestal-mounted eyewashes and eye/face washes should be located nearest the point of need but no more then 10 seconds (55') from the hazard.

WALL-MOUNT AXION® MSR 
EYE/FACE WASH STATIONS 
•	 Provides a Zero Vertical Velocity™ stream
•	 Wall mounts with an aluminum bracket
•	 11" diameter bowl
•	 Mesh strainer collects debris
•	 Durable ball valve with  

stainless steel stem 
•	 Certified by CSA to meet the  

ANSI standard Z358.1

Model 	 Mfg.	�   
No.	 No.	 Description�

EYE/FACE WASHES
SEB239	 7260B-7270B	 ABS Plastic Bowl�
SEB240	 7360B-7460B	 Stainless Steel Bowl�
ACCESSORIES
SEB264	 9102	 Stainless Steel Dust Cover�
SEI814	 9201EW	 Thermostatic Mixing Valve�

SEB239

SEB240

WALL-MOUNT AXION® MSR 
EYE/FACE WASH STATIONS
•	 Revolutionary inverted flow sweeps  

contaminants away from the  
vulnerable nasal cavity

•	 Provides a zero vertical velocity  
stream for enhanced comfort,  
stability, and effectiveness

•	 No bowl, floor drain recommended
•	 Wall mounts with an  

ABS plastic wall bracket
•	 Durable ball valve with 

stainless steel stem
•	 Certified by CSA to meet  

the ANSI standard Z358.1
Model No. SEB241 
Mfg. No. 7324

HALO™ WALL MOUNT EYEWASH STATIONS
•	 Features antimicrobial protection, integral strainers, and rugged safety-

yellow powder coating for easy visual identification in an emergency
•	 AquaductTM self-draining design eliminates bacteria growth from standing fluid
•	 Eye/face wash models provide industry leading 85% facial coverage
•	 Activate by push handle or by lifting dust cover
•	 Optional see-through dust cover (shown) makes inspection  

simple and keeps device free of debris and ready for use
•	 Stainless steel models are ideal for corrosive,  

high abuse environments
•	 Wheelchair accessible
•	 Arrives fully assembled
•	 ULC certified to ANSI standard Z358.1

IMPORTANT:  
Regulations require tepid water  
(18-37°C).  See page 281 for 
water tempering devices

Model	 Mfg. 		  Dust Cover�  
No.	 No.	 Bowl	 Included�

EYEWASHES
SEB793	 S19224EW	 Plastic	 - �
SEB794	 S19224PDC	 Plastic	 Plastic�
SEB795	 S19224B	 Stainless Steel	 -�
SEB796	 S19224DC	 Stainless Steel	 Stainless Steel�
EYE/FACE WASHES
SEB797	 S19224FW	 Plastic	 -�
SEB798	 S19224PDCFW	 Plastic	 Plastic�
SEB799	 S19224T	 Stainless Steel	 -�
SEB800	 S19224DCFW	 Stainless Steel	 Stainless Steel�

SEB798

SUPPLY PIPE-MOUNTED EYE/FACE WASH
•	 High visibility ABS plastic Yello-bowl®
•	 1/2" chrome-plated bronze stay-open valve with stainless steel stem
•	 Stainless steel push plate witheasily identifiable actuation graphic
•	 Third party certified to meetthe ANSI Z358.1 Standard
•	 SAK650 comes with cover assembly to keep airborne 

particles out of bowl and eye/face wash heads
•	 ABS, 8 GPM eye/face wash heads; SAK649 comes with  

float off dust caps secured with stainless steel bead chain
•	 Coverage Area: Eye/Face
•	 Installation Type: Wall-Mount
•	 Bowl Material: Plastic
•	 Size: 10.8"Dia. Bowl
•	 Weight:  6 lbs.

Model	 Mfg.	�   
No.	 No.	 Description�

SAK649	 01035401	 ABS Plastic Bowl �
SAK650	 01035515PBC	 ABS Plastic Bowl w/Cover�

SAK650



277

Emergency Eyewash & Shower Equipment
HALOTM PEDESTAL MOUNT 
EYEWASH STATIONS
•	 Pedestal safety eyewash fixtures are ideal where wall mount  

is not practical, and allow placement closest to point-of-need
•	 Features antimicrobial protection, integral strainers, and rugged powder  

coat safety-yellow coating for easy visual identification in an emergency
•	 AquaductTM self-draining design eliminates bacteria growth from standing fluid
•	 Eye/face wash models provides industry leading 85% facial coverage
•	 Activate by push handle or by lifting dust cover
•	 Optional see-through dust cover (shown) makes inspection  

simple and keeps device free of debris and ready for use
•	 Stainless steel models are ideal for corrosive, high abuse environments
•	 Arrives fully assembled
•	 Wheelchair accessible
•	 ULC certified to ANSI standard Z358.1

IMPORTANT: Regulations require tepid water (18-37°C).   
See page 281 for water tempering devices

AXION® MSR PEDESTAL  
EYE/FACE WASH STATIONS
•	 Revolutionary inverted flow sweeps contaminants away from the vulnerable nasal cavity
•	 Provides a Zero Vertical Velocity™ stream for enhanced comfort, stability and effectiveness
•	 11" diameter bowl
•	 Galvanized stanchion for long life
•	 Mesh strainer collects debris
•	 Durable ball valve with stainless steel stem
•	 Certified by CSA to meet the ANSI standard Z358.1

Model 	 Mfg. 	�   
No.	 No.	 Description�

EYE/FACE WASH
SEB242	 7261-7271	 ABS Plastic Bowl�
SEB243	 7361-7461	 Stainless Steel Bowl�
SEB244	 7777	 All Stainless Steel Components�
ACCESSORIES
SEB264	 9102	 Stainless Steel Dust Cover�
SEI814	 9201EW	 Thermostatic Mixing Valve�

SEB242

SEB790

Model	 Mfg. 		  Dust Cover�  
No.	 No.	 Bowl	 Included�

EYEWASH
SEB785	 S19214EW	 Plastic	 -�
SEB786	 S19214PDC	 Plastic	 Plastic�
SEB787	 S19214B	 Stainless Steel	 -�
SEB788	 S19214DC	 Stainless Steel	 Stainless Steel�
EYE/FACE WASH
SEB789	 S19214FW	 Plastic	 -�
SEB790	 S19214PDCFW	 Plastic	 Plastic�
SEB791	 S19214Y	 Stainless Steel	 -�
SEB792	 S19214DCFW	 Stainless Steel	 Stainless Steel�

PEDESTAL MOUNT EYE/FACE WASH
•	 Pedestal is schedule 80 hot-dipped galvanized piping
•	 High visibility ABS Yello-bowl®
•	 Supply with 1/2" chrome-plated bronze stay open valve with stainless steel stem
•	 Stainless steel push plate with easily identifiable actuation graphic
•	 Third party certified to meet the ANSI Z358.1 Standard
•	 SAK652 comes with cover assembly to keep airborne 

particles out of bowl and eye/face wash heads
•	 ABS, 8 GPM eye/face wash heads; SAK651 comes with float off 

dust caps secured with stainless steel bead chain
•	 Coverage Area: Eye/Face
•	 Installation Type: Pedestal
•	 Bowl Material: Plastic
•	 Size: 10.8" Dia. Bowl

Model	 Mfg.	�   
No.	 No.	 Description�

SAK651	 01035401	 ABS Plastic Bowl �
SAK652	 01035415PBC	 ABS Plastic Bowl w/Cover�

SAK651
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Model 	 Mfg.		  Shower	 Special�  
No.	 No.	 Bowl	 Head	 Features�

SEB257	 8320-8325	 Plastic	 Plastic	 -	
SEB258	 8300-8309	 Stainless Steel	 Plastic	 -	
SEB259	 8330	 Stainless Steel	 Stainless Steel	 Corrosion Resistant Stainless Steel Piping	
SEB260	 8336	 Plastic	 Plastic	 Green Epoxy Coating	

Model	 Mfg. 		  Dust Cover	 Special�  
No.	 No.	 Bowl	 Included	 Features�

EYEWASH
SEB801	 S19314EW	 Plastic	 -	 -�
SEB802	 S19314P	 Plastic	 -	 Drench Hose�
SEB803	 S19314PDC	 Plastic	 Plastic	 -�
SEB804	 S19314SB	 Stainless Steel	 -	 -�
SEB805	 S19314DC	 Stainless Steel	 Stainless Steel	 -�
EYE/FACE WASH
SEB806	 S19314FW	 Plastic	 -	 -�
SEB807	 S19314PDCFW	 Plastic	 Plastic	 -�
SEB808	 S19314SBFW	 Stainless Steel	 -	 -�
SEB810	 S19314DCFW	 Stainless Steel	 Stainless Steel	 -�
SEB813	 S19314BF	 Stainless Steel	 -	 Wheelchair Accessible�

HALO™ COMBINATION EMERGENCY SHOWER & EYEWASH STATIONS
•	 Combine HaloTM eyewash technology with SpinTecTMshower features for high performance safety installations
•	 SpinTecTM showers yield superior fluid distribution   •   Durable ABS plastic showerhead
•	 Compact profile means less in-plant damage
•	 Features antimicrobial protection, integral strainers, and rugged safety-yellow  

powder coating for easy visual identification in an emergency
•	 AquaductTM self-draining design eliminates bacteria growth from standing fluid
•	 Eye/face wash models provides industry leading 85% facial coverage
•	 Activate by push handle or by lifting dust cover
•	 Eyewash models feature unique flip open dust caps
•	 Optional see-through dust cover (shown) makes inspection  

simple and keeps device free of debris and ready for use
•	 Stainless steel models are ideal for corrosive, high abuse environments
•	 Eyewash subsection fully assembled
•   ULC certified to ANSI standard Z358.1

IMPORTANT: Regulations require tepid water (18-37°C).  
See page 281 for water tempering devices

COMBINATION EMERGENCY SHOWER 
& EYE/FACE WASH STATIONS
•	 Hydrodynamic shower design produces equal flow distribution
•	 Revolutionary inverted flow sweeps contaminants away from the vulnerable nasal cavity
•	 Provides a Zero Vertical Velocity™ stream for enhanced comfort, stability and effectiveness
•	 11" diameter bowl
•	 Galvanized stanchion for long life
•	 Mesh strainer collects debris
•	 Durable ball valve with stainless steel stem 
•	 Certified by CSA to meet the ANSI standard Z358.1

COMBINATION SHOWER & EYEWASH FIXTURES pair-up eyewash with emergency showers when the MSDS calls for both 
eye and skin irrigation. To accommodate various site conditions, combination units provide several options including: Stainless components,  

PVC, foot-treadle operation, anti-scald or anti-freeze valves and freeze-protected heat trace units.

SEB802

SAK659

COMBINATION SHOWER EYE/FACE WASH
•	 High visibility ABS Yello-bowl®
•	 Schedule 80 hot dip galvanized piping with chrome-plated bronze stay open valves
•	 High visibility ABS plastic; self-adjusting 30 GPM showerhead
•	 Supply with 1 1/4" NPT connection
•	 Shipped partially assembled for easy and quick installation
•	 Third party certified to the ANSI Z358.1 Standard
•	 SAK660 comes with cover assembly to keep airborne 

particles out of bowl and eye/face wash heads
•	 SAK659 comes with float off dust caps secured with stainless steel bead chain
•	 Coverage Area: Eye/Face|Full Body
•	 Installation Type: Unmounted
•	 Weight: 60 lbs.
•	 Bowl Material: Plastic

Model	 Mfg.	�   
No.	 No.	 Description�

SAK659	 1050216	 ABS Plastic Bowl �
SAK660	 01050266PBC	 ABS Plastic Bowl w/Cover�
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HORIZONTAL & VERTICAL SUPPLY 
EMERGENCY SHOWER STATIONS
•	 Designed for wall (horizontal)  

or ceiling (vertical) mounting
•	 SpinTecTM showerhead  

improves water distribution
•	 Activated with stainless steel pull  

rod and 1" IPS chrome-plated  
brass stay-open ball valve

•	 Constructed with 1" galvanized steel pipe,  
coated with safety-yellow BradtechTM  

polyurethane to prevent corrosion
•	 Water supply: 1" IPS (female)     
•	 Includes safety sign and inspection tag
•	 SEI certified to ANSI standard Z358.1

SA414

Model 	 Mfg.	 Shower�  
No.	 No.	 Head�

HORIZONTAL SUPPLY
SA414	 S19-120	 Plastic�
SAK644	 S19-120A	 Stainless Steel�
VERTICAL SUPPLY
SA416	 S19-130	 Plastic�
SAK645	 S19-130A	 Stainless Steel�

CORROSION RESISTANT 
COMBINATION EMERGENCY 
SHOWER & EYE/FACE  
WASH STATIONS
•	 SpinTecTM showerhead activated  

by a stainless steel pull rod and 1" IPS  
chrome-plated stay-open ball valve

•	 Impact-resistant plastic eyewash bowl  
with twin plastic spray heads

•	 Activated by a PVC push handle and 1/2"  
NPT stainless steel stay-open valve

•	 Fittings are all stainless steel
•	 2" schedule 80 PVC pipe and floor flange withstands  

highly corrosive environments including chlorine
•	 SEI certified to ANSI standard Z358.1

SAK638

Model 	 Mfg.	�   
No.	 No.	 Description�

SAK638	 S19-310PVC	 Combination Shower and Eye/Face Wash�
SR377	 S53-063	 Replacement Dust Caps (sold per each)�

FLUSH-MOUNTED EMERGENCY 
SHOWER STATIONS W/
HORIZONTAL SUPPLY
•	 Integral flange mounts flush with ceiling 
•	 Concealed pipe and fittings 
•	 Exceed minimum water flow 

of 20 GPM at 30 PSI 
•	 Universal identification sign 

and inspection tag included 
•	 SEI certified to ANSI standard Z358.1
Model No. SAR320 
Mfg. No. S19-120FM 

Model 	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�

120 VOLTS
SAK640	 S19-300D2T1AEFW	 Top Water Supply	 110�
SAK641	 S19-300D2B1AEFW	 Bottom Water Supply	 110�
220 VOLTS
SAK642	 S19-300D2T2AEFW	 Top Water Supply	 110�
SAK643	 S19-300D2B2AEFW	 Bottom Water Supply	 110�

HEAT-TRACED COMBINATION 
EMERGENCY SHOWER & EYE/
FACE WASH STATIONS
•	 Intended for use in areas where temperatures fall below freezing
•	 Heat trace cable protects unit from freezing down to -46°F
•	 Unit is encased in highly-visible yellow ABS removable  

plastic shell that resists chemicals and other harsh  
environmental conditions

•	 SpinTecTM showerhead improves water distribution  
shower activated by a stainless steel pull rod and  
1/2" IPS chrome-plated stay-open ball valve

•	 Eye/face wash is activated by a large,  
highly visible push handle

•	 Twin-perforated disc eye/face wash heads with  
pop-off dust caps to protect spray heads from debris

•	 Includes universal identification sign and inspection tag
•	 SEI certified to ANSI standard Z358.1
•	 CSA certified

SAK640

HEAT-TRACED COMBINATION 
EMERGENCY SHOWER &  EYE/
FACE WASH STATION
•	 Hydrodynamic shower design  

produces equal flow distribution
•	 Features Axion® MSR components
•	 120 VAC cable-heated
•	 Perfect for extreme weather  

conditions dropping down to -34°C
•	 Solid stainless steel pipe stanchion and galvanized  

fittings offer durability and corrosive-resistance
•	 Universal design allows for top or bottom water supply
•	 Unit is pre-built and fully water/pressure  

tested to reduce installation time
•	 Certified by CSA to meet the ANSI standard Z358.1
Model No. SEB261 
Mfg. No. 8317CTFP

WALL MOUNT ADA 
DRENCH SHOWER
•	 AXION® MSR ABS plastic drench shower head with flow 

control delivers dispersed flow for uniform drenching
•	 Reduced installation time due to pre-built 

valve assembly and units design allows for 
horizontal mount from any wall

•	 Solid construction from schedule 40 hot-dipped 
galvanized steel make for a durable long lasting product

•	 Certified by CSA to meet the ANSI Z358.1 Standard
•	 Coverage Area: Full Body
•	 Installation Type: Wall-Mount

Model No. SGC278
Mfg. No. 8122HWC
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SWING-ACTIVATED EYEWASH STATIONS
•	 Swing-activated eye and eye/face wash stations mount to a counter or a wall 
•	 Swing-over unit mounts to a counter only
•	 90º swivel activates eyewash over sink to begin flow of water to cleanse eyes
•	 Stows neatly to side of sink when not in use to save space
•	 Twin spray heads include a flow control and pop-off dust covers
•	 Include a safety sign and inspection tag
•	 SEI certified to ANSI standard Z358.1 

FAUCET-MOUNT EYEWASH STATIONS
•	 Cost effective solution for applications 

with an existing faucet
•	 Now lead-free
•	 Cost effective product mounts on  

existing standard or goose-neck faucets
•	 Twin spray heads include a flow  

control and pop-off dust covers
•	 One second/one-step activation
•	 Use horizontal pin for normal  

hand or ware washing
•	 Pull button for eyewash
•	 Includes a safety sign and inspection tag
•	 Weight: 1 lb.
•	 SEI certified to ANSI standard Z358.1
Model No. SAK621 
Mfg. No. S19-200B

Model 	 Mfg.		  Wt.	  
No.	 No.	 Description	 lbs.	

EYEWASH
SEI776	 519274C	 Counter-Mounted, Swing Over	 5	
SEI777	 519274HD	 Counter-Mounted, Swing Down	 5	
SEI778	 519274HW	 Wall-Mounted, Swing Down	 5	
EYE/FACE WASH
SEI779	 519274E	 Counter-Mounted, Swing Over	 5	
SEI780	 519274JD	 Counter-Mounted, Swing Down	 5	
SEI781	 519274JW	 Wall-Mounted, Swing Down	 5	

SWING-AWAY SINK-MOUNTED 
EYE/FACE WASH STATIONS
•	 Single-action swing-away eye/face wash stations can  

be mounted on sink to fit numerous locations
•	 Revolutionary inverted flow sweeps contaminants  

away from the vulnerable nasal cavity
•	 Provides a zero vertical velocity stream  

for enhanced comfort, stability, and effectiveness
•	 Dust cover protects the unit from debris when not in use
•	 Certified by CSA to meet ANSI standard Z358.1

PULL-DOWN EYE/FACE WASH STATIONS
•	 Pull-down eye/face wash can be mounted to a sink or wall
•	 Revolutionary inverted flow sweeps contaminants 

away from the vulnerable nasal cavity
•	 Provides a Zero Vertical Velocity™ stream for  

enhanced comfort, stability and effectiveness
•	 Rear mount design allows  

the sink to remain open  
to other uses

•	 Certified by CSA to meet  
ANSI standard Z358.1

AXION® EYEPOD® EYEWASH
•	 Faucet-mounted eyewash in an attractive,  

low-cost, compact package
•	 Revolutionary inverted flow sweeps contaminants  

away from the vulnerable nasal cavity
•	 Sleek, smooth, stainless steel  

exterior blends with any décor
•	 Includes a variety of industry-standard  

faucet adapters, making installation a snap
•	 Easy to use and clean, the Axion® eyePOD®  

activates with just a quick rotation
•	 Features a built-in thermostatic control to  

guard against overheated water entering eyes
•	 Certified by CSA to meet  

ANSI standard Z358.1
Model No. SEC658 
Mfg. No. 7620

Faucet not included

SEI776

SEB252

SEB251

Model	 Mfg. 		  Wt.�  
No.	 No.	 Description	 lbs.�

SA439	 S19-260	 Eye/Face Wash	 12�
REPLACEMENT DUST CAPS
SR377	 S53-063	 Sold per each, two required per eye/face wash unit	 -�

LABORATORY EYE/FACE WASH STATIONS
•	 Heavy gauge corrosion-resistant stainless steel 12 7/8" diameter bowl
•	 Bowl flush mounts
•	 Deck/counter mount
•	 Activated by push-down handle
•	 1/2" IPS chrome plated stay open ball valve
•	 Twin spray heads with integral flow control 
•	 Chrome-plated brass pipe, 1/2" 

water supply, 1 1/4" waste drain
•	 Replacement caps sold per each,  

two required per eye/face wash
•	 SEI certified to ANSI standard Z358.1

LABORATORY, FAUCET-MOUNTED & SWING-AWAY EYEWASH & SHOWER FIXTURES are uniquely designed for 
indoor environments where space is at a premium, including healthcare, university, and the QC lab. Product solutions include swing-activated units, 
faucet-mounted eyewash stations, and combination fixtures; all designed to provide the safest possible lab environment.

Model 	 Mfg.	�   
No.	 No.	 Description�

SEB251	 7610	 Barrier-Free Wheelchair Accessible�
SGC274	 7656WCSM	 Recessed Wall Mount w/Containment Tray and Drain�

Model 	 Mfg.		�    
No.	 No.	 Spray Head	 Install�

SEB252	 7611	 Plastic	 Right or Left�
SDS755	 7612	 Stainless Steel	 Right Only�
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Integral strainer 
checkstops  
on inlet

Set point adjustable 
within range by 
hex key set screw

Reliable, liquid-
filled thermostat

Positive shutoff of hot supply 
when cold supply is lost

THERMOSTATIC MIXING VALVES
•	 Blend hot and cold water to a comfortable flushing temperature
•	 Reliable liquid-filled thermostat with a 10-year manufacturer's warranty
•	 Check stops on inlets
•	 Adjustable set point within temperature range
•	 Accurate temperature control to within ±3°F
•	 Built-in cold water bypass, assuring cold flow
•	 Easy installation and serviceability
•	 Positive shut-off of hot supply when cold supply is lost
•	 Dirt and lime resistant
•	 Dial thermometer
•	 Factory assembled and tested
•	 Universal mounting capability
•	 Rough bronze finish
•	 SEI certified to ANSI standard Z358.1 
•	 Temperature adjustment are vandal resistant

SAI289

Model	 Mfg.		�    
No.	 No.	 Description	 Accommodates�

SAI289	 S19-2000	 7 GPM @ 30 PSI	 Three eyewashes or one eye/face wash�
SAI294	 S19-2100	 19.5 GPM @ 30 PSI	 One combination shower with eyewash�  
			   or multiple eyewashes�
SAI299	 S19-2200	 54 GPM @ 30 PSI	 Two combination showers with eyewashes�  
			   or multiple eyewashes�

WATER TEMPERING PRODUCTS are designed to meet ANSI standard Z358.1 requirements to deliver "tepid" water to injured workers. In addition 
to discouraging use of a safety flushing device, a 15-minute deluge of cold water to the injured worker can negatively affect core body temperature, and hypothermia can result. 
Therefore, ANSI standard Z358.1 requires emergency showers and eyewashes to deliver "tepid" water. ANSI defines "tepid" water as 15.6°C to 38°C 
(60-100°F). Tempering solutions include steam, instantaneous (on demand) heaters and thermostatic mixing valves (TMV's). TMV's blend hot and cold 
water to meet strictly specified water temperature ranges.

THERMOSTATIC MIXING VALVES
•	 Designed to mix hot and cold water
•	 Flows from 10 - 78 GPM
•	 Modular brass design with internal check stops
•	 Wax-based thermostat technology for fast response time
•	 Oversized valve seals resist failures caused by foreign matter
•	 Proven highly reliable temperature control
•	 Features the lowest pressure drop in the industry
•	 Smallest TMV's in the industry, taking up less room under cabinetry
•	 Designed to work with hard and soft water quality
•	 Features cold water bypass and hot water  

shut off (in the event of cold water failure)
•	 CSA certified to ASSE 1071 and ANSI Z358.1

Model	 Mfg.		  Ideal�  
No.	 No.	 Description	 for�

SEI814	 9201EW	 10 GPM @ 30PSI	 Eyewash or Eye/Face Wash�  
SEB268*	 TWBSEWE	 12 GPM @ 30 PSI	 Eyewash or Eye/Face Wash�  
SEC205	 9201E	 31 GPM @ 30 PSI	     Single Shower Unit�
SEC206	 9202E	 78 GPM @ 30 PSI	     Multiple Shower Units�

*Lead-free with full-flow bypass

SEI814

SEC205

Premium Industrial Grade 
Fine Fibre Sorbent Pads & Rolls

Highest absorption capacity, quickest absorption rate 
and heaviest grade of fine fibre finish in the industry!



282

Emergency Eyewash & Shower Equipment

ON-SITE® GRAVITY-FED EYEWASH STATIONS
•	 Ideal for locations where a plumbed water source is not available
•	 High-visibility yellow, moulded pedestal and tank
•	 Transparent tank allows solution level to be checked easily
•	 Hinged eyewash tray activates in one quick motion
•	 Stainless steel clamps secure the tank during transport
•	 Vandal-resistant unit: foreign objects cannot be introduced  

into tank because all openings are sealed once the tank is installed
•	 One of the lightest portable eyewashes on the market
•	 SEI certified to ANSI standard Z358.1
•	 Includes wall bracket (can also deck mount)

ON-SITE® HEATER JACKETS
•	 Protects against freezing: down to -23.3°C (-10°F)
•	 Insulated heater jacket conceals a 121 W heater
•	 Secondary thermostat prevents 

overheating if primary thermostat fails
•	 Requires 120-volt AC line
•	 All UL-listed components

Model 	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�

SAK609	 S19-921	 Gravity-Fed Eyewash	 23�
SAK610	 S19-921H	 Gravity-Fed Eyewash w/Heater Jacket	 25�
SAK611	 S19-399	 Waste Cart	 28�
SAK613	 S19-865	 Water Preservative, Four 8-oz. Bottles	 3�

SAK610

Model	 Mfg. �  
No.	 No.�

SEI501	 19PE-1.10.148�

PORTABLE EYEWASHES provide self-contained fluid where plumbed water is not available. Gravity-fed or pressurized portable eyewash systems 
should deliver the ANSI minimum 15-minute safety eyewash drench. To keep water stored in these portable systems safe for ophthalmic use, an antibacterial agent  

is included or available separately. These units often can be freeze protected for outdoor applications. Portable eyewash stations installed  
in temperatures below 16°C will need to be of a tempering design to maintain compliance with ANSI standard Z358.1

IPRESERVE™ EYEWASH 
WATER PRESERVATIVE
•	 Sterile water preservative prevents  

bacteria growth for up to 90 days
•	 For use in gravity fed or other 

portable eyewash devices where 
water stands for long periods of time

•	 The only brand of water  
preservative in Canada to  
pass the industry standard  
Antimicrobial Effectiveness Test

•	 High efficiency concentrate –  
one bottle treats a tank ranging  
in size from 18.93 to 75.7 L

•	 Four 5-oz. bottles per box

SAK611

SAK609

ON-SITE® WASTE CARTS
•	 High-visibility yellow
•	 Captures used fluid, 56-gallon capacity
•	 Tapered sump, easy to drain

Model 	 Mfg.		  Wt. 	  
No.	 No.	 Description	 lbs.	

SD552	 32-001000-0000	 Eyewash station (English Instructions)	 40	
SAJ678	 32-001000-0022	 Eyewash station (French Instructions)	 40	
SD553	 32-001050-0000	 Fluid cartridges (2/pkg)	 70	

PURE FLOW 1000® EYEWASH STATIONS
•	 Sure-grip handle provides instant, simple activation
•	 Activation straps display expiration date
•	 Integral drain valve allows easy draining of reservoir after use
•	 Integral fluid reservoir captures waste fluid, eliminating  

potential safety hazards and simplifying fluid disposal
•	 Once activated, this device automatically displays a  

prominent, Warning Service Immediately, notice on the  
front of the unit; new fluid cartridges must be installed

•	 Requires two 3.8-gal. Eyesaline® fluid cartridges (sold separately)
•	 Device must be mounted on a wall or other suitable vertical surface
•	 Comes complete with product registration card, operating manual, 

metal hanging bracket for installation and an emergency eye wash sign
•	 SEI certified to meet ANSI standard Z358.1

SD552

FENDALL PORTA STREAM® 
FLUID DISPOSAL CARTS
•	 Portable, self-contained eyewash stations provide flexible,  

emergency eyewash capability in economical systems 
•	 Lightweight, portable units don't require plumbing
•	 Heavy-duty, polyethylene, wheeled disposal cart 
•	 Provides a convenient mean to transport waste  

solution to the nearest disposal site
•	 Can be used to catch fluid when testing plumbed  

emergency eyewash and showers that do not have drain
•	 Capacity: 23.5 gallons
•	 3.94" diameter hole
Model No. SE137 
Mfg. No. 32-000511-0000 
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SFU811

SFU810

PORTABLE PRESSURISED EYEWASH STATIONS
•	 Stainless steel tank
•	 Pressure fed to supply a continuous flow of water for 15 minutes at 0.4 GPM
•	 Safety features include an air pressure gauge,  

pressure relief valve, and a tire-type air fill valve
•	 Optional sterile bacteriostatic additive, which permits 

storage of the water for up to  three months
•	 Certified by CSA to meetANSI standard Z358.1
•	 All models compatible 
	 with body spray hose

Model	 Mfg.	�    
No.	 No.	 Description�
SEB249	 7601.37	 37 gal. Station, With Body Spray Hose�
SAR315	 9082	 Sterile Bacteriostatic Water, �  
		  Preservative 8 oz., 4/case�
SEB250	 9008	 Transport Cart�
SFU810	 7601.15	 15 gal. Station�
SFU811	 7603	 15 gal. Eyewash Keg�
SEB263	 8901B	 Body Spray Hose�

•	 Stainless steel pressure tanks include tire filler  
valve with 0-100 PSI air gauge, pressure relief valve  
to prevent over pressurization and built-in carry  
handles for easy transportation

•	 Eyewash assembly includes twin eyewash heads  
with a flow control and pop-off dust covers

•	 Eyewash activated by a large stainless steel  
push handle with stay-open ball valve

•	 8' drench hose with hand-held squeeze valve
•	 Optional 4-wheel, stainless steel cart    
•	 SEI Certified to ANSI standard Z358.1

Model 	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�
SAK628	 S19-690	 10 Gallons	 30�
SAK629*	 S19-690H	 10 Gallons w/Heater Jacket	 31�
SAK630	 S19-788	 15 Gallons	 35�
SAK631*	 S19-788H	 15 Gallons w/Heater Jacket	 36�
SAK632	 S19-690A	 Transport Cart	 12�
SAK613	 S19-865	 Water Preservative (4-8 oz)	 3�
* Eyewash only, no drench hose

PORTABLE PRESSURISED EYEWASH STATIONS
10-GALLON UNIT: 
•	 Eyewash flow:  Minimum 15-minute water flow 
•	 Drench hose flow: 3 1/2-minute water flow

15-GALLON UNIT: 
•	 Eyewash flow:  Minimum 22-minute water flow 
•	 Drench hose flow: 5-minute water flow

HEATED UNITS: 
•	 510 watt heater
•	 Maintain average water temperature at 75°F (24°C)
•	 Secondary thermostat prevents overheating
•	 UL-listed components
•	 Plug into 120-volt AC line, GFCI recommended

SAK628 SAK631

Model 	 Mfg. 	�   
No.	 No.	 Description�
SAR314	 7501	 Portable Gravity Eyewash Station�
SFV126	 7501T	 Freeze-Protected and Tempered Gravity Eyewash Station, 120 V�
SFV127	 7501T240	 Freeze-Protected and Tempered Gravity Eyewash Station, 240 V�
SAR315	 9082	 Sterile Bacteriostatic Water Preservative, 8 oz., 4/case�

9-GALLON PORTABLE EYEWASH STATIONS
•	 9-gallon high-density green polyethylene tank made from FDA compliant materials
•	 Gravity fed to supply a continuous flow of water for 15 minutes at 0.4 GPM
•	 Easy-to-operate yellow activation arm protects eyewash spouts when not in use
•	 Wide-fill opening with threaded cap allows easy inspection, cleaning and filling
•	 Light design and mounting bracket (included) make relocation simple
•	 Optional sterile bacteriostatic additive, which permits  

storage of the water for up to three months
•	 Certified by CSA to meet ANSI standard Z358.1
•	 Freeze-protected and tempered version SFV126 & SFV127 ideal for remote,  

low traffic areas where protective measures are still needed  
and ambient temperatures could drop below freezing

SFV126

AQUARION® SELF-
CONTAINED EYEWASH
•	 Yellow ABS cover for protection of fluid 

bags and internal cavity of the station
•	 Side windows for visual inspection of thefluid 

bags without removal of the cover
•	 Polycarbonate back plate with mounting slots
•	 Retracting tray to protect the nozzles 

from the environment
•	 Single pull down motion pierces seals 

in the hoses allowingthe fluid to flow 
immediately from the attached nozzles

•	 Collects spent fluid and directs it to an 
integral drain port for future disposal

•	 Usage indicator tie breaks upon actuationshowing 
that the unit has been used

•	 Non-injurious, dual stream of water at 0.4 gpm (1.5 lpm)
•	 Type: Gravity-Fed
•	 Standard(s) Met: ANSI Z358.1

Model	 Mfg.	�    
No.	 No.	 Capacity	 Description		� 
SAK764	 AQ100	 7.4 gal.	 Aquarion™ Self-Contained Eyewash	 �
CARTRIDGE
SAK765	 AQ110	 3.7 Gal (14 L) per cartridge	 Sold per pair	

SAK764
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FENDALL PORTA STREAM® I EYEWASH STATIONS
•	 Delivers 6 minutes of flushing fluid
•	 Easy installation with no plumbing required
•	 Single bracket mounting device included
•	 One-piece, molded construction with no moving parts
•	 Large hole simplifies refilling and cleaning
•	 Features simple, highly visible instructions on the unit itself
•	 Does not meet ANSI standard Z358.1 15-minute flushing requirement

Model 	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�

SA425	 32-000100-0000	 Fendall Porta Stream® I, Trilingual instructions	 19�
SA408	 32-000509-0000	 Eyesaline® concentrate, 70 oz. (For Porta Stream® I ) 	 5�
SAJ677	 32-001100-0022	 Water Preservative, 4 - 8 oz. bottles	 -�
SA426	 32-000102-0000	 Replacement pull-strap, (Fits Porta Stream® I, II, III)	 1�

Model	 Mfg.		  Wt. �  
No.	 No.	 Description	 lbs.�

SA419	 32-000400-0000	 Fendall Flash Flood® Eyewash Station (English Instructions)	 14�
SAM657	 32-000400-0022	 Fendall Flash Flood® Eyewash Station (French Instructions)	 14�
SA403	 32-000401-0000	 Eyesaline® 1 Gal. Refill (4/Pkg.) (English Instructions)	 36�
SAM658	 32-000401-0022	 Eyesaline® 1 Gal. Refill (4/Pkg.) (French Instructions)	 36�
SA420	 32-000402-0000	 Wire Rack for Cartridges	 3�
SA421	 32-000403-0000	 Replacement Pull Strap	 1�

FENDALL FLASH FLOOD® EYEWASH STATIONS 
•	 Delivers 3 minutes of flushing fluid
•	 One-gallon sealed cartridges are easy to store and  

offer quick changes without mixing or measuring
•	 Easily wall or table mounted
•	 Features simple, highly visible instructions on the unit itself
•	 Does not meet ANSI standard Z358.1 15-minute flushing requirement

SA425

SA419

Model	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�

SEK529	 32-000200-0000	 Trilingual Instructions	 36�
SA411	 32-000513-0000	 Eyesaline® Concentrate, 180 oz. 	 13�
SAJ677	 32-001100-0022	 Water Preservative, 4 - 8 oz. Bottles	 -�
SA426	 32-000102-0000	 Replacement Pull-Strap, (Fits Porta Stream® I, II)	 1�

FENDALL PORTA STREAM® II EYEWASH STATIONS
•	 Versatile portability and 15-minutes of uninterrupted flushing - without costly plumbing
•	 Simple installation and operation 
•	 Features a nozzle strap that is easily removed to activate flushing, leaving hands free to hold eyelids open
•	 Can be easily and affordably placed near most workplace hazards with single bracket 

mounting device or transported with optional universal cart or universal stand
•	 Moulded handle accepts hanging bracket for vertical or horizontal surface installation
•	 Versatile flushing fluid options include Eyesaline® - a preserved, buffered, saline solution 

superior to tap water for emergency eye care, and water additive
•	 Large 16-gallon (60.5 L) capacity 
•	 SEI certified to meet ANSI standard Z358.1

SEK529
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SUPPLEMENTAL EYEWASHES include bottled eyewash and other devices that do not meet 15-minute drench criteria. 
These supplemental solutions are designed to treat nuisance hazards and/or as an initial first aid to injured workers during the path to certified eyewash, 
but they do not meet the 15 minute drench criteria of the ANSI standard Z358.1. Bottled eyewash is designed to be positioned close to the point of need. 

Acceptable for immediate first-aid, bottled eyewashes should support, but not substitute, a primary eyewash or shower unit.

SALINE EYEWASH BOTTLES
•	 Contains a buffered saline solution that is sterile  

and superior to tap water for emergency eye care
•	 Blow-Fill-Seal (BFS) bottle is tamper resistant, and  

maintains the sterility and integrity of the eyewash
•	 Easy to remove and open in emergency situations
•	 1, 4, and 8 oz. bottles have user controlled delivery, delivering 

drops or an irrigating stream of solution, depending on 
the squeeze pressure applied to the bottle

•	 Trilingual instructions (English, French and Spanish)
•	 Does not meet ANSI standard Z358.1  

15-minute flushing requirement

Model 	 Mfg.	 Cap.�  
No.	 No.	 Oz.�

SEC467	 32-000451-0000	 1�
SEC468	 32-000452-0000	 4�
SEC469	 32-000445-0000	 8�
SEC470	 32-000454-0000	 16�
SEC471	 32-000455-0000	 32�

SALINE EYEWASH WALL STATIONS
•	 Holds bottle firmly in place while  

allowing easy access in an emergency
•	 Mounts to wall with provided screws
•	 Integral overhand protects  

bottles from dust and debris
•	 Durable plastic is easy to clean
•	 Simple, highly visible operating  

instructions are provided on each unit
•	 Bottle contains a buffered saline  

solution that is sterile and superior  
to tap water for emergency eye care

•	 Blow-Fill-Seal (BFS) bottle is tamper  
resistant, and maintains the sterility  
and integrity of the eyewash

•	 Delivers drops or an irrigating stream of 
solution, depending on the squeeze 
pressure applied to the bottle

•	 Trilingual instructions  
(English, French and Spanish)

•	 Does not meet ANSI standard Z358.1  
15-minute flushing requirement

Model 	 Mfg.	 Station	 Bottle Cap.�  
No.	 No.	 Type	 Oz.�

SEC472	 32-000460-0000	 Single	 16�
SEC473	 32-000465-0000	 Double	 16�
SEC474	 32-000461-0000	 Single	 32�
SEC475	 32-000462-0000	 Double	 32�

NEUTRALISER™ EYEWASH & FACE-RINSE
•	 Provides immediate first aid  

and neutralized chemical burns
•	 Ingredients neutralize acids and alkalis  

better than standard saline solution
•	 Responds to all accidents with one  

"all risks" formula, which includes  
antiseptics to prevent infection

•	 Quick rinse design – 1/4 twist to open
•	 Bottle pods allow you to locate the  

solution close to the potential risk

Model	 Mfg. 	�   
No.	 No.	 Description�

SEI502	 80-1600-1	 1L NeutraliserTM Solution�
SEI503	 80-1600-2	 474 ml NeutraliserTM Solution�
SEI504	 80-1600-1BN	 1L BottlePodTM w/ Neutraliser™ Sign�
SEI505	 80-1600-2BN	 474 ml BottlePodTM w/ NeutraliserTM Sign�

Safety Products 
�for Industry
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SINGLE USE EYEWASH  
SOLUTION WITH EYE CUP
•	 Sterile irrigating solution washes the eye to help relieve  

irritation, discomfort, burning, stinging, and itching 

EYEWASH SOLUTION
•	 Sterile irrigating solution washes the eye to help relieve  

irritation, discomfort, burning, stinging, and itching 

EMPTY EYEWASH BOTTLES  
WITH EYE CUPS
•	 Empty bottles to hold irrigating  

solution in a complete eyewash station

PANEL FOR EYEWASH STATIONS
•	 Wall mountable panels features a mirror and space to  

hold irrigating solution for a complete eyewash station

EYEWASH ADDITIVE CONCENTRATE
•	 Preserves 5 to 20 US Gal. (18.9 to 75.7 L) of potable  

water in a self-contained eyewash station by controlling  
the growth of bacteria, fungi, algae, and other impurities 

Model	 Mfg		   
No.	 No.	 Size	

SGB154	 FAEWO16SU 	 16 oz./500 ml	
SGB149	 FAEWO32SU	 32 oz./1 L	

Model	 Mfg		   
No.	 No.	 Size	

SGB151	 FAEW001 	 1 oz./30 ml	
SGB147	 FAEW004 	 4 oz./118 ml 	
SGB150	 FAEW008 	 8 oz./250 ml 	
SGB153	 FAEW016 	 16 oz./500 ml 	
SGB148	 FAEW032 	 32 oz./1 L	
SGB152	 FAEW160 	 128 oz./4 L	

Model	 Mfg		   
No.	 No.	 Description	

SGA875	 FAEWB16 	 16 oz./500 ml	
SGA874	 FAEWB32 	 32 oz./1 L	
SGA867	 FAEWC01	 Eye Cup for 16 oz./500 ml and 32 oz./1 L bottle	

Model	 Mfg			    
No.	 No.	 Holds	 Size	

SGA891	 FAEWS1113	 (1) 16 oz./500 ml bottle 	 11" x 13"	
SGA892	 FAEWS1114	 (1) 32 oz./1 L bottle	 11" x 14"	
SGA893	 FAEWS1213	 (2) 16 oz./500 ml bottles 	 12" x 13"	
SGA894	 FAEWS1416	 (2) 32 oz./1 L bottles	 14" x 16"	
SGA895	 FAEWS1417	 (2) 32 oz./1 L bottles	 14" x 17"	
SGA896	 FAEWS1714	 (1) 32 oz./1 L bottle	 14" x 17"	
SGA897	 FAEWS6514	 (1) 32 oz./1 L bottle	 6.5" x 14"	
SGA898	 FAEWS6517	 (1) 32 oz./1 L bottle	 6.5" x 17"	

Model	 Mfg		   
No.	 No.	 Size	

SGA904	 FAEWC08	 8 oz. (236 ml)	

SGA894

SGA867

SGA875

SGB152
SGB151

SGB150

SGA897

EYEWASH STATIONS
•	 Complete with wall mounted  

panel, featuring a mirror,  
sterile irrigating solution

Model	 Mfg		   
No.	 No.	 Includes	

SGA870	 FAEWS6517F 	 SGA898 plus one (1) bottle of isotonic solution SGB148 32 oz./1 L �
SGA873	 FAEWS1417F 	 SGA895 plus two (2) bottles of isotonic solution SGB148 32 oz./1 L�
SGA883	 FAEWS1714F 	 SGA896 plus one (1) bottle of isotonic solution SGB148 32 oz./1 L�
SGA881	 FAEWS1114F 	 SGA892 plus one (1) bottle of isotonic solution SGB153 16 oz./500 ml�  

SGA873

SINGLE USE EYEWASH STATIONS
•	 Complete with wall mounted panel, featuring  

a mirror, sterile irrigating solution and eye cups

Model	 Mfg		   
No.	 No.	 Includes	

SGA887	 FAEWS6514F	 SGA897 plus (1) 32 oz./1 L with eye cup SGB149	
SGA889	 FAEWS1416F	 SGA894 plus (2) 32 oz./1 L with eye cup attach SGB149	  
SGA886	 FAEWS1113F	 SGA891 plus (1) 16 oz./500 ml with eye cup attach SGB154	
SGA888	 FAEWS1213F	 SGA893 plus (2) 16 oz./500 ml with eye cup SGB154	

SGA888

SGA887
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Model	 Mfg		   
No.	 No.	 Description	

BIO MED WASH® SOLUTIONS
SGA750	 FAEWBM01	 Bio Med wash solution 1 oz./30 ml	
SGA751	 FAEWBM03	 Bio Med wash solution 3 oz./90 ml 	
SGA749	 FAEWBM07	 Bio Med wash solution 7 oz./210 ml	
COMPLETE BIO MED WASH® STATIONS
SGA753	 FAEWSBMSWMF	 Panel SGA748 plus (1) Bio Med wash bottle of 7 oz./210 ml 	  
SGA755	 FAEWSBMDWMF	 Panel SGA748 plus (2) Bio Med wash bottle of 7 oz./210 ml 	
SGA754	 FAEWKBMDWMF	 Panel SGA748 with space for first aid kit and (2) Bio Med eye wash bottle 7 oz./210 ml	
PANEL ONLY AND HOLSTER FOR BIO MED WASH®
SGA748	 FAEWSBMSWME	 Panel only for (1) bottle of Bio Med wash 7 oz./210 ml, panel size: 5" x 14"	
SGA747	 FAEWSBMDWME	 Panel only for (2) bottle of Bio Med wash 7 oz./210 ml, panel size: 12" x 14"	
SGA752	 FAEWKBMDWM	 Biowash ztation with space for first aid, kit and (2) bottle of Bio Med wash 7 oz./210 ml	
SGA745	 FAEWBMH3	 Nylon holster for Bio Med wash 3 oz./90 ml bottle	
SGA746	 FAEWBMH7	 Nylon holster for Bio Med wash 7 oz./210 ml bottle	
SGB201	 FAEWTB	 Plastic vehicle bracket	

BIO MED WASH®

Bio Med Wash® is a sterile, heavy mist containing 100% Bio-Logic Aqua®, an all-natural, pH correct, pure tissue-culture grade of water. The application  
is helpful in removing particulate matter and crusted exudates from cuts and abrasions, and in removing irritating chemicals from skin and eyes
•	 Emergency first aid eye wash and irrigation
•	 All-natural bio-compatible hydrotherapy product replaces distilled, saline and tap water for most applications
•	 Washes dirt and other contaminants from cuts and lacerations
•	 Helps remove irritating chemicals from eyes and skin
•	 Three year shelf life

METAL EYEWASH STATIONS
•	 Wall mountable metal box complete  

with mirror and irrigation solution 

EYEWASH STATIONS WITH EMPTY 
EYEWASH BOTTLES
•	 Wall mountable panels features  

a mirror and empty bottle(s) to  
hold irrigating solution for a  
complete eyewash station

Model	 Mfg		   
No.	 No.	 Includes	

SGA872	 FAEWS9124F 	 SGA837 plus two (2) bottles of isotonic solution SGB148 32 oz./1 L	

Model	 Mfg		   
No.	 No.	 Includes	

SGA877	 FAEWS6517E 	 SGA898 plus one (1) empty eye wash bottle 32 oz./1 L	
SGA884	 FAEWS1417E 	 SGA895 plus two (2) empty eye wash bottles 32 oz./1 L	  
SGA880	 FAEWS1714E 	 SGA895 plus one (1) empty eye wash bottles 32 oz./1 L	
SGA879	 FAEWS1114E 	 SGA892 plus one (1) empty eye wash bottle 16 oz./500 ml	  

SGA880

SGA749

SGA751

SGA750

SGA753

SGA754
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ACCESSORIES & SERVICE PARTS provide enhanced emergency shower and eyewash installation and include: drench hoses, 
alarm systems, matting,, shower testers, spray pattern gauges, modesty curtains, and signage. There are a wide variety of accessories and service 
parts available. If you can't find what you're looking for here, please contact us and we'll be glad to find what you're looking for.

Model 	 Mfg.		   
No.	 No.	 Description	

SEE320	 51944011CBC	 12' Hose	
SEI782	 51944011CBD	 25' Hose	

WALL-MOUNTED 
DRENCH HOSES

HAND-HELD DRENCH HOSES
•	 Laboratory spray valve easily attaches to  

any Bradley drench shower or eyewash station
•	 Includes all necessary fittings and  

hanger for attaching hose to the units
•	 8' highly visible yellow reinforced thermoplastic hose
•	 Handle stays open once it is squeezed
•	 Integral flow control assures safe, steady flow  

under varying water supply conditions

Model 	 Mfg.		  Wt.�  
No.	 No.	 Description	 lbs.�

SAK646	 S19-430EH	 For eyewash units	 4�
SAK647	 S19-430SH	 For drench showers	 5�

•	 Quick-access emergency eye and face spray features  
soft flow spray head for flooding large areas as well  
as eyes only

•	 Self-coiling highly visible yellow-coloured hose retracts  
for easy storage while allowing instant extension

•	 Water flows when handle on chrome-plated  
brass assembly is squeezed

•	 Wall bracket and protective  
spray head cover included

•	 Universal identification sign and  
inspection tag included

DRENCH SHOWER TESTERS
•	 Heavy-duty tester provides a convenient way to comply with ANSI specifications  

for weekly testing on all drench showers - without getting wet
•	 84" long, watertight chemcal resistant Tyvek® funnel with  

weighted bottom directs water to a drain or bucket
•	 8" telescoping aluminum handle
Model No. SC338    
Mfg. No. S19-330ST 

EYEWASH TEST GAUGES
•	 Makes sure eyewash achieves 

a compliant pattern per 
ANSI standard Z358.1

Model No. SAQ294 
Mfg. No. 269-1444

RETROFIT DUST COVERS
•	 Provides maximum protection 

from dust or other contaminants
•	 Hinged plastic cover
•	 Fits on Bradley eyewash bowls
•	 Weight: 5 lbs.

Model	 Mfg.	�   
No.	 No.	 Style�

SAK620	 S45-1964	 Classic�
SED814*	 S90-390	 HaloTM�

*HaloTM dust covers are integral to the activation system. 

SED814

Model 	 Mfg.	�   
No.	 No.	 Description�

SEB264	 9102	 Dust Cover�

DUST COVERS
•	 Stainless steel dust cover assembly can  

be used with most 11" diameter  
stainless steel or plastic bowls

•	 Protects the unit against  
airborne contaminants

AXION® ADVANTAGE KITS
•	 Kits designed to upgrade existing emergency  

shower and eyewash equipment
•	 Includes an Axion® MSR eye/face wash  

or an Axion® MSR eye/face wash  
and showerhead, connecting  
hardware options, eyewash  
testing gauge, tape measure,  
and an ANSI compliance checklist

Model	 Mfg. 	�   
No.	 No.	 Description�

SEI816	 AX13	 Green ABS Plastic Eye/Face Wash�
SEI817	 AX13S	 Stainless Steel Eye/Face Wash�
SEI818	 AX14	 Green ABS Plastic Eye/Face Wash and Showerhead�
SEI819	 AX14S	 Stainless Steel Eye/Face Wash and Showerhead�

EMERGENCY BODY HOSE 
WASH RETRO-KIT
•	 Dust cover allows for the spray head to stay 

protected from debris when not in use
•	 Chrome plated brass stay-open squeeze lever valve 

with integral 6.25 gpm (23.7L) flow control
•	 8'  (243.8 cm) swivel hose provides  

an extended coverage area to further 
optimize the irrigation process

•	 Per ANSI, hand held drench hoses  
provide support for emergency s 
hower and eyewash units,  
but shall not replace them

•	 Length: 8'
•	 Mounting Type: Hand-Held
Model No. SGC298
Mfg. No. 8901RFK
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EYEWASH STATION SIGNS
•	 Make sure your emergency eyewash and shower stations are well  

identified in accordance with ANSI standard Z358.1
•	 Conveniently available in several material choices to meet your needs:
	 -	 4-mil thick moisture resistant adhesive vinyl with permanent  

	 acrylic adhesive is perfect for light-duty applications
	 -	 0.055" thick semi-flexible plastic with UV inhibitors is ideal for indoor and sheltered outdoor applications
	 -	 0.040" thick aluminum with 2-mil UV polyester over-laminate film has superior abrasion and  

	 chemical resistance and is ideal for indoor and outdoor applications

	 7" x 10"			   10" x 14"

	 English 	 French		  English	 French�  
	 Model No.	 Model No.		  Model No.	 Model No.�

Adhesive Vinyl	 SAU145	 SP603	 	 SAU148	 SP604�
Plastic	 SAU146	 SP601	 	 SAU149	 SP602�
Aluminum	 SAU147	 SP599	 	 SAU150	 SP600�

PRIVACY CURTAINS
•	 Double-laminated, chemical-resistant Tyvek® 
•	 Durable construction with top 

and bottom reinforcements 
•	 Highly visible yellow color 
•	 Stainless steel curtain rail and 

mounting brackets included 
•	 Dimensions: 70" L x 145" W 
Model No. SAQ295 
Mfg. No. S19-330 

Eyewash Station 
Projection™ Signs
•	 .10" thick High-impact plastic
•	 3D signs, projecting 45° from the wall,  

provide optimum viewing from  front and sides
•	 90D signs, projecting 90° from the wall, are viewed from either side
•	 Includes mounting holes and hardware

Model			  Panel				    Overall�   
No. 	 Description		 Size"				    Size"	

ENGLISH
SAW431	 3D	 6	 x	 5	 6	 x	 8 1/2	 x	 4�
SAW432	 90D	 8	 x	 8	 8	 x	 8	 x	 1 1/2�
FRENCH
SED962	 3D	 6	 x	 5	 6	 x	 8 1/2	 x	 4�
SED963	 90D	 8	 x	 8	 8	 x	 8	 x	 1 1/2�

SAW431

SED963

Model 	                 Dimensions"		�    
No.	 W	 x	 L	 Colour�

SEG993	 27	 x	 30	 Green w/Yellow Border �
SEG994	 27	 x	 30	 Red w/Yellow Border �
SEG995	 27	 x	 42	 Green w/Yellow Border �
SEG996	 27	 x	 42	 Red w/Yellow Border �

1-YEAR  

WARRANTY

EMERGENCY SHOWER STATION 
MATS F.I.T.TM KITS NO. 546
•	 Simple and compact emergency eyewash and shower mats kits
•	 Easy to assemble, no cutting or tools required
•	 Patented LockSafe® connections simply snap together and zip apart
•	 Green is recommended for eyewash stations and red for shower stations
•	 Highly visible mats designate the location of emergency stations
•	 Created for high visibility per ANSI recommendations
•	 Elevates user above hazardous overflow
•	 Conforms to ANSI Z535.1 standard
•	 Available in two sizes
•	 5/8" thick
•	 Contents: 6 tiles, 2 male corner ramps, 1 male ramp  

w/o tab, 2 male ramps w/tab, 2 female ramps


