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FEATURES & SPECIFICATIONS

PHYSICAL
Size of the controller unit: 
Unit weight: 
Enclosure rating:  

RADAR PARAMETERS
Operating frequency: 
Antenna beam angle: 
Typical radar detection range:   
Radar collection:  
Measured speed:  
Max. speed measurement error:  

POWER REQUIREMENTS
Max. power consumption: 
Input voltage range: 
Batteries:  
Battery autonomy:  

OTHER PARAMETERS
Operating temperature: 
Warranty:  
Memory type: 
Traffic collection software: 
Wireless communication: 
Power system: 

7.87 x 3.93 x 2.75 in; 200 x 100 x 70 mm
2.4 lb / 1.1 kg
NEMA 4X, IP-65

24.120 GHz - 24.130 GHz, Typical: 24.125 GHz 
H24°, V12°
390 ft.; 120 m (for the midsize sedan) 
Bidirectional, Multi-Lane
5km/h - 200 km/h
+/- 0.5 mph; +/- 0.8 km/h

1.5 Watt
 5 to 18 Volt
 Li-Ion 7.5V, 12500mAh
 7 Days

-20C to +60C
2 Years
SD Card (10+ years of data recording) 
Included
Bluetooth (optional)
Solar Panel (optional)

015

Traffic Counter, DTS-300

Standard System:
- Bidirectional, Multi-lane Detection up to 120M
- 7 Day Battery Capacity
- Traffic Collection Software
- 2 Years System Warranty

System Options:
- Bluetooth Communication
- Solar Power System
- Protective Carrying Case

**This product is produced in an ISO 9001:2015 Certified Canadian Facility 
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Armadillo Tracker is a fully integrated multi-lane bidirectional traffic 
statistics gathering device. Featuring small size and no-hassle field 
setup, it is the leading non-intrusive real-time and archiving statistics 
collector in the world. 
 
Features and Benefits 
 

 World’s smallest radar-based stats collection box with target tracking, 

multi-lane and bi-directional capabilities 

 Ultra-low power consumption allows 2 weeks of run time on built-in 

batteries and full autonomy with a small 5W solar panel 
 Collects individual time stamped vehicle counts, speeds and class (up to 

3) per direction in up to 2+2 lanes making it a perfect fit for traffic 

monitoring and speed study applications 

 Computes real-time, per direction average speed for incident detection 

applications 

 Simple “point and go” installation. No measurements, no trigonometric 

computations, no computer required on the road 

 Weatherproof security switch for turning unit on and off 

 Beeper to indicate passing vehicles during setup facilitates high-

confidence deployment 

 Best-in-class 0.4% speed measurement error accuracy and up to 97% 

count accuracy 

 Vehicle classification in up to 3 factory set size classes 
 On-board memory to store 300,000+ individual vehicles 

 High performance LiFePO4 rechargeable battery pack operates in wide 

temperature range and allows over 2000 recharge cycles 

 High speed AC charger for a 3.5hr charge cycle or a standard USB 

charger for convenient 12VDC car plug or computer charging 

 USB, long range (1000’+, line of sight) Bluetooth and RS232 interfaces 
 Optional GPS for geo-tagging of collected data 

 Optional high performance integrated solar charger with maximum power 

point (MPPT) technology and 5W solar panel kit 
 Optional 3G GSM modem for remote access to data/real time speeds 

 Certified for license free worldwide operation 

 Windows Traffic Statistics Analysis program to generate reports and 

graphs of vehicle counts, averages and 85th percentile speeds 
 Designed and manufactured in the USA at an ISO9001 certified facility 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
  
 
 
 
 
 
 
 
 

ARMADILLO TRACKER 
STATS COLLECTOR 

Armadillo Tracker Radar Stats Collector 

Armadillo mounted on light pole collecting data 
2891 BoxSprings Link NW | Medicine Hat, AB T1C 0H3
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Armadillo Crossfire is a fully integrated lane-by-lane traffic volume 
collection device. Featuring small size and no-hassle field setup, it is 
the leading non-intrusive real-time and archiving traffic count collector 
in the world. 
 
Features and Benefits 
 

 World’s smallest FMCW radar based lane-by-lane counter, stopped traffic 

monitor and incident detector box 

 Ultra-low power consumption allows over 1 week of run time on built-in 

batteries and full autonomy with a small 10W solar panel 
 Collects lane-by-lane vehicle volume counts in up to 6 user defined lanes 

making it a perfect fit for traffic monitoring and volume study applications 
 Computes real-time, lane-by-lane occupancy indicators for incident 

detection applications 

 Simple installation using real-time target map. No calibration, no 

measurements, no trigonometric computations are required on the road 

 Built-in color VGA sighting camera makes alignment and setup a snap 

 Weatherproof security switch for turning unit on and off 

 Beeper to indicate passing vehicles during setup facilitates high-confidence 

deployment 

 Best-in-class 98+% count accuracy per lane 
 On-board memory to store 4+ months of data 

 High performance LiFePO4 rechargeable battery pack operates in wide 

temperature range and allows over 2000 recharge cycles 

 High speed AC charger for a 3.5hr charge cycle or a standard USB charger 

for convenient 12VDC car plug or computer charging 

 USB, long range (1000’line of sight) Bluetooth and RS232 interfaces 

 Optional high performance integrated solar charger with maximum power 

point (MPPT) technology and10W solar panel kit available 

 Certified for license free worldwide operation 

 Windows Traffic Statistics Analysis program to generate reports and graphs 

of vehicle counts 
 Designed and manufactured in the USA at an ISO9001 certified facility 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
  
 
 
 
 
 
 
 
 

ARMADILLO CROSSFIRE VOLUME COUNTER 

Armadillo Crossfire 

Armadillo mounted on light pole collecting data 

        

2891 BoxSprings Link NW | Medicine Hat, AB T1C 0H3

Bus: (403) 548-8147, Fax: (403) 548-8159

www.foxsigns.ca

CANADA

www.foxcanada.net


	FoxCanada - ArmadilloTracker
	FoxCanada - Armadillo Crossfire
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